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OF MAIN ENTRANCE.

MAIN ENTRANCE DOOR TO
INCORPORATE A LEVEL ENTRY
THRESHOLD WITH A MAX.
THRESHOLD HEIGHT OF 15mm.
MIN. CLEAR OPE WIDTH OF 800mm.

LEVEL OR GENTLY SLOPING
ACCESS TO MAIN DOOR OF DWELLING.
THIS APPROACH TO HAVE A GRADIENT
OF NOT STEEPER THAN 1:20 FROM THE
PARKING SPOT.

ACCESS FOR PEOPLE WITH
DISABILITIES TO BE IN ACCORDANCE
WITH AMENDED PART M OF THE
BUILDING REGULATIONS, 2000.

INTERNAL WALLS TO BE 100mm SOLID
CONCRETE BLOCKWORK PLASTERED EITHER
SIDE (Refer to Dwg No 10-21-T-08 Finishes
Schedule for all wall finishes)
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DEPTH ON SITE).
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HARDCORE LAID AT FALL AWAY
FROM BUILDING.

EXTERNAL WALL CONSTRUCTION
NAPPED PLASTER FINISH ON 100mm
BLOCKWORK TO OUTER LEAF WITH
40mm CLEAR CAVITY, WALL TIES
INCORPORATED AT 750mm CENTRES.
HORZ AND 450mm VERTICALLY TIES TO
BE STAINLESS STEEL INNER LEAF TO BE
100mm CONC. BLOCK WITH 80mm
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SELECTED WINDOW CILL
WRAPPED WITH D.P.C.
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PROPRIETARY CAVITY WALL TIES TO
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-       Extent of land ownership

-       Extent of Planning Boundary

- Existing Hedgerow
- Proposed Native Hedge
- Public Light (P.L)
- Public lighting duct
- Road Bollard
- Surface Water Manhole (MH)
- Surface Water pipe
- Surface water Road Gully (G)
- ESB ducting
- ESB Access chamber
- ESB Mini Pillar (M.P)
- Waste water pipe to Percolation

- Grass

- Concrete

- Concrete Paving

- Selected Gravel Path

- Woodchip

- Antiskid Surface

- Thermosetting Plastic
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Caretaker Office & Public

Toilets

Proposed Burial Ground  at

Loganstown, Trim,  Co.

Meath
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O.S. Sheet No: 2711A - D

12.5mm Foilbacked plasterboard
ceiling with skim finish

Ceiling Hatch to be framed out with 100 x
50mm red deal frame with 1250mm x
1000mm x 25mm plywood board with
75 x 19mm architrave to ceiling, painted
with two coats undercoat and one coat
white gloss paint finish

uPVC Soffit to entrance area and soffit
and fascia around the entire building

150mm powerfloated
concrete slab

KEY FLOOR FINISHES

KEY CEILING FINISHES

Ceramic Non Slip
floor tiles

18mm Gradus esplanade
1500 primary entrance
matt
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PART 8 PLANNING
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