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NOTE: FLOOR AREA AND 
CEILING HEIGHT OF DWELLINGS 
AE SUBJECT TO MODIFICATION 
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N

RESIDENTIAL DEVELOPMENT RATHMOLYON, CO. MEATH

UNIT TYPES G1 + G2
ELEVATIONS + SECTION B-B- D-D

All window and door sizes and design are subject to modification to allow compliance with Part B, M + L 
as part of detailed design.
Solar panels are located and sized indicatively, and the optimum position will be defined at detailed 
design stage, which may be in a different location to that indicated. 
Heat pumps maybe located externally or internally subject to detailed design. 
Building heights, boundary wall, eave, parapet and ridge dimensions are subject to minor modification 
due to ground levels at detailed design. 
Materials, brick type and colour are subject to modification in accordance with availability of material 
and cost plan considerations. 
All boundary treatments, hard landscape surfaces and street furniture are subject to modification to 
materials, type and height in accordance with availability of material and cost plan considerations.

WRITTEN DIMENSIONS TO BE TAKEN IN PREFERENCE TO SCALED DIMENSIONS. ALL DIMENSIONS TO BE  
CHECKED ON SITE AND ANY DISCREPANCIES TO BE BROUGHT TO THE ARCHITECTS IMMEDIATE ATTENTION.
THIS DRAWING IS COPYRIGHT AND IS THE PROPERTY OF SHERIDAN WOODS ARCHITECTS .

NOTES:

PLANNING APPLICATION DRAWING ONLY 
NOT FOR CONSTRUCTION

TYPE G1 +G2
 


