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Proposed Duplex Dwellings - Block 'A'
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Existing Retail / Apartment
Parkview

Existing Cottage
45 Brews Hill

Exsiting Dwelling
46 Brews Hill

8,
28

1 
T.

B.
C

.

9,
58

8

SIGNAGE SIGNAGE SIGNAGESIGNAGE SIGNAGE SIGNAGE

Public Laneway 1 & 2 Bed Duplex Dwelling - BLOCK 'A' Public Footpaths, Parking and Road Existing Dwelling
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Courtyard1 & 2 Bed Duplex Dwelling - BLOCK 'B'Public Footpaths, Parking and Road

9,
58

8

9,
58

8

FFL
47.100

FFL
46.100

FL
46.100

FL
46.250

FL
46.950

FL
47.100RL

46.950

RL
47.465

FL
45.950

RL
55.688

RL
54.618

RL
56.688

RL
55.618

Neighbour
Boundary Wall

Bo
un

da
ry

 L
in

e

Bo
un

da
ry

 L
in

e

Existing Ground Profile

Spacer tray

Over fascia
ventilator

Underlay support

=  Air path

13) Cottage eaves with over-fascia ventilation

Fix a timber batten to outer edge of masonry to
provide fixing for over fascia ventilator.  Use correct
thickness of timber to set eaves courses of tiles at
same pitch as general tiling.  Fit ventilator in
accordance with Manufacturers Recommendations.
If a sprocketted or bell-cast detail is used, then eaves
courses should be no lower than the minimum
recommended roof pitch.
Fix a plywood board or proprietary tray to provide
continuous support to underlay to prevent water
retaining troughs.
Fix a rafter spacer tray to provide a clear air path
between underlay and insulation.

Proposed Duplex Dwellings - Block 'B' Existing Retail / Apartment
Parkview

Existing Dwelling
46 Brews Hill

Existing Cottage
45 Brews Hill (Beyond)

9,
58

8

Existing Dwelling
Parkview

6,000 T.B.C
.

2

4

A

A

PARK VIEW

BREWS HILL

Site Boundary
Area: 0.13ha / 0.32 acre

2 Contiguous Elevation - Brews Hill 1:100

1 Site Section A-A 1:100

3 Design Detail - Cottage eaves with over-fascia ventilation 1:10

4 Contiguous Elevation - Emmet Terrace 1:100 5 Aerial View 1:1

6 Site Key Plan 1:1000
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